











Operating The Flow Meters
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Remove the red flow meter cap Rotate the flow meter counterclockwise
in order to increase the flow rate
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Turn the flow meter clockwise to Replace the red cap on the flow meter to
decrease the flow rate the locked position



Understanding The Flow Meter Readings

Warning
- Do not hold the flow meter by the clear top part when turning to adjust flow rate.
- It is recommended that you do not rotate the knob anti-clockwise more than 3 full

rotations, or else the red indicator disk will be out of range when the system is

pressurized.

The flow rate is determined by the
placement of the red indicator disk. As d !

demonstrated in the image alongside, the
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corresponding loop has a flow rate of 2 L/min.
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Testing The System Pressure

To pressure test your assembled manifold, please follow the steps below:

1. Make sure all the pipe loops are connected and tightened.

2. Check that the air purge valve and the pressure gauge valve set are closed and hooked up.

3. Connect the Pressure Test Kit to the Supply side, where the air purge valve normally connects into.

4. Apply water to the Pressure Test Kit from the Schrader valve on the side of the gauge.

5. Pressurize your system to 3-5.5BAR.

6. If possible, allow the system to sit overnight but for no less than a recommended 2 hours.

7. Check for any possible pressure drop in the system. The pressure gauge may fluctuate between 0.3-0.6 BAR
due to atmospheric changes.

8. However, if the pressure reaches 0 BAR, this would indicate that there is a leak somewhere within your system.

Gate Valve Adjustments and Actuators

Rotate the gate valve counter-clockwise Rotate the gate valve clockwise to

to open the valve close the valve

Installing Actuators:

To remove the valve cap simply rotate the
base of the valve anti-clockwise. Once the

valve cap is removed, you are then able to
attach a Thermostatic Actuator in order to
automate your valves and the system.




